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Table 3. Refiner and Blender Net Production 
(Thousand Barrels per Day)

Product / Region
Current Week Last Week Year Ago 2 Years Ago Four-Week Averages

2/11/11 2/4/11 Difference 2/12/10 Percent
Change 2/13/09 Percent

Change 2/11/11 2/12/10 Percent
Change

Refiner Net Production

Finished Motor Gasoline1 ................... 2,715 2,880 -165 – – – – 2,811 – –
East Coast (PADD 1) .................... 216 182 34 – – – – 182 – –
Midwest (PADD 2) ......................... 805 861 -55 – – – – 805 – –
Gulf Coast (PADD 3) ..................... 1,205 1,310 -105 – – – – 1,337 – –
Rocky Mountain (PADD 4) ............ 277 262 15 – – – – 266 – –
West Coast (PADD 5) ................... 212 266 -54 – – – – 221 – –

Reformulated ................................... 69 67 2 – – – – 68 – –
Blended with Ethanol .................. 69 67 2 – – – – 68 – –
Other ............................................. 0 0 0 – – – – 0 – –

Conventional .................................... 2,647 2,813 -167 – – – – 2,744 – –
Blended with Ethanol .................. 254 244 10 – – – – 251 – –

Ed55 and Lower ....................... 254 244 10 – – – – 251 – –
Greater than Ed55 ................... 0 0 0 – – – – 0 – –

Other ............................................. 2,393 2,569 -177 – – – – 2,493 – –
Distillate Fuel Oil ................................. 4,027 4,264 -236 – – – – 4,205 – –

15 ppm sulfur and Under ................ 3,411 3,676 -265 – – – – 3,614 – –
> 15 ppm to 500 ppm sulfur ............ 136 122 14 – – – – 141 – –
> 500 ppm sulfur .............................. 480 466 15 – – – – 451 – –

Kerosene .............................................. 26 26 0 – – – – 24 – –
Kerosene-Type Jet Fuel ...................... 1,239 1,355 -116 – – – – 1,337 – –
Residual Fuel Oil ................................. 536 543 -7 – – – – 524 – –

Blender Net Production

Finished Motor Gasoline1 ................... 6,175 6,011 165 – – – – 6,069 – –
East Coast (PADD 1) .................... 2,670 2,574 96 – – – – 2,592 – –
Midwest (PADD 2) ......................... 1,407 1,393 14 – – – – 1,410 – –
Gulf Coast (PADD 3) ..................... 781 730 52 – – – – 774 – –
Rocky Mountain (PADD 4) ............ 36 33 3 – – – – 34 – –
West Coast (PADD 5) ................... 1,281 1,281 0 – – – – 1,260 – –

Reformulated ................................... 2,940 2,775 166 – – – – 2,866 – –
Blended with Ethanol .................. 2,942 2,776 166 – – – – 2,867 – –
Other ............................................. -1 -1 0 – – – – -2 – –

Conventional .................................... 3,235 3,236 -1 – – – – 3,203 – –
Blended with Ethanol .................. 4,407 4,413 -6 – – – – 4,412 – –

Ed55 and Lower ....................... 4,406 4,412 -6 – – – – 4,410 – –
Greater than Ed55 ................... 1 1 0 – – – – 1 – –

Other ............................................. -1,172 -1,177 5 – – – – -1,209 – –
Distillate Fuel Oil ................................. -16 -1 -14 – – – – -23 – –

15 ppm sulfur and Under ................ -91 2 -93 – – – – -50 – –
> 15 ppm to 500 ppm sulfur ............ 0 5 -5 – – – – -1 – –
> 500 ppm sulfur .............................. 75 -8 84 – – – – 27 – –

Kerosene .............................................. 2 3 0 – – – – 3 – –
Kerosene-Type Jet Fuel ...................... 0 0 0 – – – – 0 – –

– – = Not Applicable.
1 Does not include adjustments for fuel ethanol and motor gasoline blending components.

Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.
Source:  See page 29.


